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The box contains:
• The two motorised liftgate poles
• Control box
• Power cable
• Fuse for power cable
• OBD connector (not used in my installation)
• Control button + cable
• Extra panel clips
• Panel clip tool

Tools required:
• Torx screwdrivers (T20 and T25)
• Flathead screwdrivers in a few different sizes
• Voltage meter
• 10mm spanner
• Side cutter
• Drilling machine
• Flat pliars

Recommended:
• Wire puller
• Wire pulling lubricant
• Electric tape

1. Unpacking and tools required
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2. Replace liftgate poles with the motorised ones

1. The new poles are marked left and right. Make sure you install 
them in the correct location.

2. Use a small flathead screwdriver to release the pole from the 
ball head – then just pull out.

3. Use the same procedure for the bottom side. 

NOTE: Take help from an assistant while doing this as one liftgate 
pole will not hold the liftgate in place. Somebody needs to assist 
in holding it while installing.

4. Install the new poles in the same way. The cables should be at 
the bottom.
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1. Start with the right panel just above the trunk. This has one torx 
screw that needs to be removed.

2. Pull the panel out. It’s fixed with clips so it comes out easily.
The alcantara panel above may come out at the same time, 
otherwise pull it off afterwards.

3. Panel removal
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3. Use the clip removal tool to pull out the panel to the right.

4. Remove the single black plastic clip that holds the side carpet 
in place.
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4b. Keep the plastic clip safe!

5. Remove the side carpet by pulling it out.

NOTE: It can be tricky to put back in place so it might be a good 
idea to only remove enough to expose the wiring behind!
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6. Remove the panel around the rear window. Start with the panel 
closest to the hinges. Pull with the fingers.
This makes a cracking noise. This is the clips coming off. Be 
gentle! Some of the clips are likely to break, and should be 
replaced if they do. If some clips are left in the metal frame, then 
use the clip removal tool to take them out. They cannot stay there 
when reinserting the panel.

7. Remove the side panels.
Remove any remaining clips from the frame.
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9. Remove the two pulling handles from the front of the liftgate. 
Use the panel removal tool and pull from the side and the top.

8. Remove two torx screws from the frame. One on each side.
Use a Torx T20 bit or screwdriver.
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10. Pull off the large back panel. Start pulling closest to the hinges 
and keep pulling towards the back. Take help from an assistant as 
the whole panel may come off at once.

CAUTION: There are one or more cables connected to this panel. 
There may be speakers mounted in the panel, and the trunk light 
is connected. Be careful so the cable doesn’t break off!

11. Disconnect the lighting cable connector by pulling down a 
small tab with the finger nail.
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1. Pull out the rubber hose on the right side at both ends. The new 
wiring will go through this.

It’s recommended to use a wire puller and electrical tape for this step.

4. Wiring

2. Insert the wire puller from below and push it through the liftgate 
to the rear end.
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4. Use the wire puller again to pull the power cable through the 
right rubber hose. Use of wire pulling lubricant is recommended, 
as this step has some friction.
CAUTION: There are several unprotected wires going through the 
rubber hose. Be very careful not to damage them while pulling 
through the power cable! Do this slowly and gently.

3. Fasten the power connector (pink) to the cable with electrical tape 
and pull it through the liftgate until about 1m of cable is through.
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6. Make a small hole in the upper side of the right rubber hose, big 
enough to push through the connectors to the liftgate pole.
Carefully use scissors if needed to make the hole big enough. 
Push through the liftgate pole cable from the outside in.

5. Insert the wire puller in the hole in the car body and try to fetch 
it inside the car, just under the ceiling. Use the electrical tape to 
fasten the power cable and pull it through.
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7. Use the wire puller again to pull the cable for the liftgate pole 
through the liftgate. 

8. Repeat the step 6 on the left rubber hose.

8. Repeat the step 7on the left liftgate pole.
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11. Use long nose pliars to carefully pull out the connector to the 
liftgate lock.

10. Fasten the control box to the inside of the liftgate using the 
included screw and double-sided sticker. Use a Torx T25 bit or 
screwdriver.

9. Pull all cables together at the middle of the liftgate and insert 
them into the control box, according to their respective colours.
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14. Locate the black/white connector in the right side of the trunk, 
behind the side carpet.

13. Insert the liftgate lock adaptor into the control box.
NOTE: If the car is locked, then the car alarm may go off. Open the 
car with the keyfob to stop the alarm if it happens.

12. Connect the liftgate lock connector to the female connector of 
the liftgate lock adaptor. Insert the male connector of the liftgate 
lock adaptor into the liftgate lock.
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16. Connect the black ground cable using the fork connector to 
the car chassis.

17. Cut off the end of the red power cable cable. Peel the wire 
about 1cm.

15. One of the wires connected to it has permanent 12V. The 
colour can vary between different cars, so be sure to use a voltage 
meter to find the correct wire. Try the grey wire first. Connect the 
minus of the voltage meter to the chassis of the car to get a 
correct reading. 
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18. Connect the red wire to the permanent 12V cable using the 
included connector. The liftgate is now powered, and you should 
hear a beep.
19. Connect the control button, if not already done, and leave it 
inside the hole where the right  handle should be. 

16



5. Testing and adjusting the liftgate

1. Now it’s time to test and adjust the liftgate.  Do this before 
reassembling the panels.

2. Close the liftgate manually, then double-press the rear end of 
the keyfob, to open the liftgate. 
NOTE: This may not work the first time, a second double-press 
may be needed.

3. If the liftgate opened properly, then double-press the keyfob 
again to close it. 
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NOTE: Some adjustments may be required on the rubber pads in 
the upper corners of the liftgate for the gate to close correctly. 
Adjust them by turning them clockwise, a little at the time until the 
liftgate locks when closing.
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6. Panel reassembly

1. Reassemble the panels in the opposite order of how they were 
removed. Put the side carpet back in place. Be careful to get it 
fully in place again. 

2. Put back the black plastic clip to hold the carpet in place.

3. Reassemble the side panels. Put back the torx screw.
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4. Reassemble the alcantara piece by pushing it in place.

5. Reassemble the side panel below by pushing it in place. Make 
sure everything fits nicely.
6. Make sure all panel clips are in place for the large liftgate panel. 
Replace broken clips with the ones included in the kit. Reinsert the 
power cable for the trunk lightning.

7. Carefully push back the large liftgate panel, starting in the back 
and moving forward. Make sure all the panel clips click into place.
NOTE: Take help from an assistant as this can be very tricky to do alone!
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8. Put back the torx screws on each side to fasten the large back 
panel.

9. Reassemble the liftgate side panels. Make sure all clips are 
intact and in place.

10. Reassemble the panel closest to the hinges.

11. Finally reassemble the left liftgate handle. Insert the lower side 
first, then the upper. Do not reassemble the right handle yet.
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1. The Control button should be mounted in the right side handle. 
It must be mounted in the lower side of the handle. Make sure to 
carefully measure where the button should be located.

3. Mount the button in the handle. Use the double adhesive tape to 
make it fit tightly.

2. Drill a hole in the handle, using the drill that is included in the kit.

7. Control button installation
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4. Make sure the button wire is connected, and then mount the 
handle, bottom first.

5. Installation is all done – enjoy your Power Liftgate!
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